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KINSHOFER

The precision control and braking ability is especially appreciated by 

KINSHOFER

KINSHOFER-Rotators are the solution.

The rotator head is made of spherically cast 
iron or forged tempered steel, depending on 

does not need to be installed

All seals are specially 

All biodegradable synthetic 

A very high degree of sealing 

drive and braking moments 
are therefore possible, even 

tilting moments

possible

KINSHOFER-Rotator LineProduct Features

Features of the KINSHOFER-Rotators
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Rotator with shaft
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KM 03 S* 3000 60 x 25 450 1750 24

* only for pallet forks

                                                        KM 03 S
Operating pressure:

Hydraulic coupling in: G 3/8"
Hydraulic coupling out: G 1/4"

Rotators with shaft
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KM 04 S59-30 4500 59 84 x 30 850 3000 26
KM 04 S 4500 62 84 x 30 850 3000 26
KM 04 S63-30 4500 63 84 x 30 850 3000 26

                 KM 04 S KM 04 S68-30 4500 68 84 x 30 850 3000 26
KM 04 S68-30US* 4500 68 84 x 30 1000 4500 28
KM 04 S69-30 4500 69 84 x 30 850 3000 26

Operating pressure:
                                                       

Hydraulic coupling: G 1/2"
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KM 04 F 4500  140 84 x 30 850 3000 26
KM 04 F140-30US* 4500  140 84 x 30 1000 8500 31
KM 04 F140-30V** 4500  140 84 x 30 850 3000 26
KM 04 F140-30LM*** 4500  140 84 x 30 850 3000 26

                KM 04 F

** additional vertical connection

      connection

Operating pressure:

Hydraulic coupling: M18 x 1,5

                   KM 04 F140-30US

              KM 04 F

               KM 04 S69-30       
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KINSHOFER-Rotator Line Product Range
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KM 06 S68-40 6000 68 84 x 40 1000 4500 32
KM 06 S69-40 6000 69 84 x 40 1000 4500 32

Operating pressure:

Hydraulic coupling in: G 1/2"
Hydraulic coupling out: M18 x 1,5

    KM 06 S68-40
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KM 06 F140-40 6000  140 84 x 40 1000 8500 34

Operating pressure:

Hydraulic coupling in: G 1/2"
Hydraulic coupling out: M18 x 1,5

Technical drawings

KM 06 S68-40 / KM 06 S69-40 KM 06 F140-40

KINSHOFER-Rotator LineProduct Range
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